
PROPERTIES:
Unit DIAMETER DIAM.UNC. TENSILE COATING WRAPP ADHE Fm

number mm mm N/mm2 g/m2 N
3,900 450 Min.350,0
4,020 600

DIA =20.0
TURNS =6

1 3,934 3,814 476 392,3 OK 5786
2 3,944 3,825 479 415,8 OK 5852
3 3,939 3,819 474 435,3 OK 5776
5 3,955 3,826 479 425,8 OK 5885
10 3,972 3,826 461 457,0 OK 5712
15 3,942 3,825 472 379,9 OK 5761
20 3,915 3,802 478 390,1 OK 5754
25 3,969 3,852 469 446,0 OK 5803
30 3,977 3,853 458 421,4 OK 5689

Bekaert Hlohovec Wire Tel:      : 00421/33/73 63 111-2
Fax:      : 00421/33/74 22 742

Mierová 2317
SK-920 28 Hlohovec

INSPECTION CERTIFICATE 3.1

KEURINGSRAPPORT 3.1

ABNAHMEPRUEFZEUGNIS 3.1

CERTIFICAT DE RECEPTION 3.1

EN 10204:2004 - 3.1
LEMON trade s.r.o.
Druzstevna 849
027 43 NIZNA
SLOVAKIA

ORDER    : SK34537 0040 (0401)             10.09.2019                               
                                           NET W.(KG) : 24339.0 (24339)
CUST.REF : email from Mr. Plevik           UNITS(NO)  : 29 (29)
                                           

TYPE:                               
                                           
SIZE(MM) : 4.000                                                          
PRODUCT  : WIRE FOR WELDED GABIONS         SPEC:CU020135-3
COATING  : HEAVY BEZINAL                   PODLA CU020135-3  / NABER PODLA POZIADAVKY

N 9 9 9 9 9
MIN 3,915 3,802 458 379,9 5689
MAX 3,977 3,853 479 457,0 5885
X 3,950 3,827 472 418,2 5780
S 0,0203 0,0165 7,7424 26,3907 61,9794

REMARKS : 
THIS INSPECTION CERTIFICATE IS AN ABSTRACT OF THE ORIGINAL INSPECTION
CERTIFICATE: : SK345370401

Electronically signed by
Quality assurance Miroslav Halas (Quality controller Jana Ciffaryova)

CHEMICAL ANALYSIS :
HEAT
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